Cygnus-A Receiver 


Introducing the PLM Cygnus-A 


receiver from New Holland 


Whether you are looking to add IntelliSteer™ LITE to your 
operation or simply need a receiver for yield monitoring, OF WHEN YOU PURCHASE 
the new PLM Cygnus-A receiver is the perfect solution. THE PLM CYGNUS-A RECEIVER!' 

From WAAS to the ultra-accurate PLM RTK*, whatever 
your accuracy needs, the PLM Cygnus-A delivers. 


Accuracy Your Way 


Add Accuracy Across Your Operation New Holland knows that producers’ needs are 
unique. The PLM Cygnus-A receiver is compatible 
with the following corrections: 


The PLM Cygnus-A receiver is an economical GNSS 
solution that can be used in many applications. 


P ae ae : e SBAS correction signals such as WAAS 
e Use with your IntelliView™ III or IntelliView™ IV Display 


and IntelliSteer LITE to add assisted steering to your * New PLM 1 and PLM 2 correction signals available 
New Holland or competitive vehicle? exclusively from your New Holland Dealer! 
¢ Spatially record important harvest data by adding to your * PLM RTK’ for high accuracy needs® 
New Holland Combine for yield and moisture mapping e N-Trip delivered RTK corrections (RTCM 3.x) from 
e Add to 3rd party displays or use in stand-alone applications local RTK network providers* 
Receiver Features Cygnus-A Guidance Correction Sources and Accuracies 


e Base, medium, and high accuracy options available to meet 
your specific needs 


PLM RTK’ PLM 2 PLM 1 WAAS 


Sub-inch Repeatable} | 2 inch Repeatable 6 inch P2P <10 inch P2P 


e Utilizes GPS & GLONASS satellites in position calculation 


e Advanced GNSS position smoothing filter improves pass-to- 
pass accuracy and minimizes position drift 


e 2-year Parts & Labor Warranty 


IntelliSteer 
LITE 


| Limited time offer. One year subscription valid from the first date of activation. 
See your local New Holland dealer for details. 
2 Contact your New Holland dealer for a complete listing of compatible vehicles 
3 Available exclusively from your New Holland dealer in select areas 
4 Not compatible with Radio-delivered RTK 
Note: PLM Cygnus-A is not compatible with IntelliSteer 


PRECISION LAND 
NT 


Cygnus-A Receiver Specifications 


CORRECTION ACCURACY SUBSCRIPTION 


(Only available for CONVERGENCE 

Cygnus-A receiver) PASS TO PASS REPEATABLE DURATION 
PLM 1 | +/- 6" (15 cm) +/- 20" (50 cm) < 5 Minutes 1 Year 

PLM 2 +/- 2" (5 cm) +/- 2" (5 cm) < 30 Minutes 3 Month, 1, 2, & 3 Year 


PERFORMANCE!’ PHYSICAL & ELECTRICAL 


6.1" (155 mm] Diam. 


Channel Configuration 120 Channels? Dimensions 3.2" (81 mm} Height 
"Signal Tracking a ~ Weight fi 1.21 lbs (<550 gl 
Ges Li), Ie, (Lee: Connector 14-Pin Tyee Ampseal 
GLONASS Lt, L2 Mounting | ON EenCael Mon 
; j ; Standard 
SBAS? = Mounting Plate (plate includes receiver indexing tab 
and adhesive strips) 
Horizontal Position Accuracy Sigma 2 Rating (95%) rl Power ae 

WAAS | <10" poem pace to Pass (P2P) Input 7 fae +36 VDC 

PLM 14 Pare Ae Consumption 2.9 Watt® (Typical) 

PLM 24 +/- 2" (5 cm] Repeatable | Status LEDs _ : 

RTK +/- 1" (2.5 cm} Repeatable Power Red LED 
Position Update Rate 20 Hz Error Yellow LED 
Time to First Fix | Position Valid Green LED 

= Cold Start® — <50 s fivereat Communication Ports | 3 - RS232 

Hot Start® <35 s (Typical) RTK Correction Signal Types eee of 
Signal Reacquisition | NMEA Export NMEA 0183 Serial 

Lil 0.5 Second (Typical) , 

IL <1.0 Second (Typical) 

Velocity Accuracy | 0.03 m/s [RMS} 
Time Accuracy’ 20 nano sec (RMS) 
' Typical Values. Performance Specifications subject to GPS system characteristics, > Typical value. No almanac or ephemerides and no approximate position or time 


US DOD operational degradation, ionospheric and tropospheric conditions, satellite 
geometry, baseline length, multipath effects and the presence of intentional or 
unintentional interference sources. 


? Tracks up to 60 L1/L2 satellites 
3GPS Only 


6 Typical value. Almanac and recent ephemerides saved and approximate position and 
time entered 


7 Time accuracy does not include biases due to RF or antenna delay 
® Power consumption values for GPS L1/L2 


: fae ae F ° Unencrypted version only. GLONASS support dependent on source 
“Requires subscription to PLM 1 or PLM 2. Subscription available from 


New Holland dealers 
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